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Die Luft/Wasser-Wärmetauscher der Serie LW erreichen, abhängig von 
dem zur Verfügung stehenden Kühlwasser, eine hohe Effektivität. Da 
die Luft/Wasser-Tauscher durch die Bauweise nicht direkt abhängig 
von Umgebungseinflüssen sind, bietet sich der Einsatz vor allem bei 
Anwendungen an, bei denen eine konstant erhöhte Umgebungstempe-
ratur herrscht (bspw. Schmieden) oder bei denen die Umgebungsluft 
stark durch Öl oder sonstige Partikel belastet ist.

• Hohe Nutzkühlleistung bis zu 25.000 W
• Ungeregelte und geregelte Ausführungen
• Aufgeschäumte Dichtung (nur 20.RAMW)
• Varianten mit LED Temperaturanzeige und Störmeldung
•           Varianten

The Air/Water-Heat Exchangers of the series LW achieve, depending 
on the provided cooling water, a high cooling effectivness. The closed 
construction design of air/water-heat exchangers is more indepen-
ded to ambient influences than other cooling systems, so the use 
in applications with high ambient temperatures (e.g. forges) or high 
polluted ambient air (like oil-dust or other particles) is highly recom-
mended. 

• High cooling power up to 25.000W
• Models with and without controller
• Applied seal (only 20.RAMW)
• Versions with LED temperature display and alarm signal
•           Versions

1) Auch mit 115/120 VAC Versorgungsspannung lieferbar.
   Also available with 115/120 VAC supply voltage.

Serie LW An-/Einbau / Series LW side/internal mount
ohne Regelung                                      Magnetventil                        Magnetventil + LED Anzeige

Nutzkühlleistung
Cooling power

Spannung
Voltage

Abmessungen (B×H×T)
Dimensions (W×H×D)

without controller
Bestell-Nr./Order-No.

Solenoid valve
Bestell-Nr./Order-No.

Solenoid valve + LED Display
Bestell-Nr./Order-No. W (L35/W10) V, Hz mm

20.RAMW.03XX.01011), 2) – – 300 230, 1~, 50/60 170 × 300 × 90
20.RAMW.07HX.01011), 2) 20.RAMW.07HB.01011), 2) 20.RAMW.07HV.01011) 700 230, 1~, 50/60 500 × 280 × 135
20.RAMW.07XX.01011), 2) 20.RAMW.07XB.01011), 2) 20.RAMW.07XV.01011) 700 230, 1~, 50/60 280 × 500 × 135
20.RAMW.10FX.01011), 2) 20.RAMW.10FB.01011), 2) 20.RAMW.10FV.0101 1000 230, 1~, 50/60 443 × 88 × 405
20.RAMW.10XX.01011), 2) 20.RAMW.10XB.01011), 2) 20.RAMW.10XV.01011) 1000 230, 1~, 50/60 280 × 550 × 135
20.RAMW.15XX.01011), 2) 20.RAMW.15XB.01011), 2) 20.RAMW.15XV.01011) 1500 230, 1~, 50/60 300 × 600 × 160
20.RAMW.20XX.01011), 2) 20.RAMW.20XB.01011), 2) 20.RAMW.20XV.01011) 1950 230, 1~, 50/60 380 × 1100 × 160
20.RAMW.20FX.01011), 2) 20.RAMW.20FB.01011), 2) 20.RAMW.20FV.0101 2000 230, 1~, 50/60 443 × 177 × 480
20.RAMW.30XX.01011), 2) 20.RAMW.30XB.01011), 2) 20.RAMW.30XV.01011) 2900 230, 1~, 50/60 380 × 1100 × 160
20.RAMW.50XX.01011), 2) 20.RAMW.50XB.01011), 2) 20.RAMW.50XV.01011) 5000 230, 1~, 50/60 480 × 1400 × 240
20.INC0.AW67.01011) 20.INC1.AW67.01011) – 6700 230, 1~, 50/60 503 × 1091 × 293

– – 20.INCW.A4XV.0101 14250 230, 1~, 50/60 590 × 1600 × 240
– – 20.INCW.A4XV.0118 14250 400/460, 2~, 50/60 590 × 1600 × 240
– – 20.INCW.A6XV.0101 16000 230, 1~, 50/60 790 × 1900 × 350
– – 20.INCW.A6XV.0118 16000 400/460, 2~, 50/60 790 × 1900 × 350
– – 20.INCW.B6XV.0101 26000 230, 1~, 50/60 790 × 1900 × 350
– – 20.INCW.B6XV.0118 26000 400/460, 2~, 50/60 790 × 1900 × 350

2) Auch mit 24 VDC Versorgungsspannung lieferbar.
   Also available with 24VDC supply voltage.
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